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ICB Twin SH, WiFi, Black and Stainless

Server(s) sold separately

BUNN Infusion Series technology allows for multiple recipes from one footprint --- 
with six brew buttons and three batch sizes

Energy-saver mode reduces tank temperature during idle periods

Exclusive Peak Extraction™ Sprayhead is multi-directional with a 17-hole design to 
ensure ultimate uniformity of extraction

Electronic funnel lock prevents removal of each brew funnel until drip- through is 
complete 

USB programming capable  

Pre-infusion and pulse brew for maximum flavor extraction. Cold brew lockout & 
digital temperature control further ensure top-notch brewing. 

Soft Heat® wireless server monitoring provides operator staff a dashboard view of 
all servers on location to assure fresh coffee is always available

The dashboard shows the age of the coffee and alerts staff when it has expired, or 
when the server is empty

The dashboard works with tablets, smart phones and laptops that have WiFi

Password protected access prevents unauthorized viewing 

All communications are done through the Infusion Soft Heat brewer and access to 
the site's WiFi system is not needed

Servers not included unless otherwise noted

Agency:

Specifications Additional Features
 51200.0104Product #:  Black PlasticFunnel:

 PlumbedWater Access:  SideFaucet:

 WirelessInterface:  4" Stainless Steel LegsLegs:

 Stainless/BlackFinish:

WARNING: This product can expose you to chemicals including Bisphenol A (BPA), which is known to the State of California to cause birth defects or other reproductive harm. For more information go to www.P65Warnings.ca.gov

Height: 32.9"   Width: 21.9"   Depth: 23.0"

(83.6cm)      (55.6cm)      (58.4cm)

  Electrical & Capacity
Volts* Amps Watts Cord 

Attached Plug Type 8oz cups/hr     
236ml cups/hr

Input H²O      
Temp. Phase # Wires 

plus Ground Hertz

120/240 25 6000 Yes/ - 280 60°F (15.5°C) 1 3 60
*When a BUNN is machine rated 120/208-240V, 120/208V or 120/240V, the higher voltage is the supply voltage needed to power the machine. The 120V is there to supply power to some components rated 120V in the machine, but it is not the supply voltage 
and would not power the machine if the machine is marked with the before mentioned ratings.

Plumbing Requirements CAD Drawings
PSI kPa Fitting Supplied Water Flow Required (GPM)

20-90 138-621 3/8" Male Flare Fitting 1.00

2D Revit KLC

•   
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Unit Shipping

Height Width Depth Height Width Depth Weight Volume

English 32.9 in. 21.9 in. 23.0 in. 37.5 in. 26.1 in. 28.4 in. 78.400 lbs 16.087 ft³

Metric 83.6 cm 55.6 cm 58.4 cm 95.3 cm 66.4 cm 72.1 cm 35.562 kgs 0.456 m³
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ICB Twin SH, WiFi, Black and Stainless(51200.0104)Related Products & Accessories:

FILTERS, GOURMET 500 
500/1 50/CL

20138.1000 Product #:

1SH STAND, 120V INF 
SERIES

27825.0200 Product #:

1SH STAND, 120V INF 
SERIES W/COMM

27825.0201 Product #:

2SH STAND, 120V INF 
SERIES

27875.0200 Product #:

2SH STAND, 120V INF 
SERIES W/COMM

27875.0201 Product #:
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ICB Twin SH, WiFi, Black and Stainless(51200.0104)Serving & Holding Options:

SH SERVER, 1.5G/5.7L 
INF SERIES

27850.0200Product #:




