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Infusion 3.0
Wireless Instructions

TO BE PERFORMED BY QUALIFIED PERSONNEL

Instructions:

Monitoring the Brewer Network:
1) Identify the primary or the master Brewer in the installation that would be used as the Web server for Wi-Fi 

connectivity.
2) Turn-On the Brewer.
3) Open up the Wi-Fi settings on a phone or tablet or PC and search for available connections.
4) Connect to the SSID shown as “Infusionxxxx” where the “xxxx” is the last 4 digits of the serial number of 

the brewer by default.
5) Upon request for password, type in “infusion”, which is the default password.
6) Open up the web-browser and type in “192.168.1.1” to open the webpage for Wireless Monitoring of the 

Infusion 3.0 system.
7) The dashboard would now show the Brewer with any servers that might already be placed on it. This may 

take about 40 seconds to load.
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Preparing the Brewer Network with Remote Stands:
1) Identify all the Remote Stands that need to be connected to the master Brewer.
2) Take a SoftHeat Server and place it on the Brewer. Perform your Brew operation.
3) The dashboard on the webpage should show the active status of Brew operation with the recipe information.
4) After the Brew operation is complete, take the SoftHeat Server and place it on the remote stand. Leave this 

setup for about 60 seconds in this position.
5) The dashboard on the webpage should now show the Remote Stand as well with the information of the 

server on it.
6) Repeat steps 2 to 5 for all the other stands.
 

NOTE: The above method allows the user to configure the Brewer Network as they use it in their normal opera-
tions. As more Stands get added to it, the network gets configured appropriately as part of normal operations 
and does not require any additional manual steps to be taken.

Instructions (Continued)
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Adding Remote Stands to the Brewer Network Manually:
1. Go to the Brewer Network Settings page after entering the password. The default password is “0000”.
2. Press “Search” button next to the “Available Stands” list.
3. Wait while the list gets populated (this may take up to 15 seconds).
4. Choose the Remote Stand identified in the list that you want to connect to.
5. Press “Connect”.
6. This will take a few seconds upon which, if successfully connected, the Remote Stand will show up in the 

“Connected Stands” list.
7. Continue with either Step 2 or Step 4 through Step 6 to add more Remote Stands.
 

Configuring the Password:
1. Go to the System Settings page and to the “Change Password” section.
2. Enter the old password and the new password and submit to change.
 

NOTE: This password is needed when making any changes to the Wi-Fi Settings or Brewer Network Settings

Instructions (Continued)
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Configuring the Dashboard view on the webpage:
1. Go to the System Settings tab where the user can review and edit the following information:
 a. Brewer name in the “Brewers” section
 b. Stand name in the “Stands” section
 c. Option to show or hide the stand names.
 

 d. Option to hide information on the Number of Connections, Recipe Names or Serial Numbers under the 
“Display Settings” section

 

Instructions (Continued)
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2. On the same page, user also can review the Display order information in the “Display Order” section. This 
list refers to the order in which the dashboard displays the Brewer network. The list shows the devices in a 
sequence of left to right followed by top to bottom order. The user can select a device in the list and use the 
Up and Down buttons to rearrange the display order to match the user’s physical installation. After modifica-
tions press “Submit” to save the changes.

 

Instructions (Continued)
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Configuring Wi-Fi settings:
1. Go to the Wi-Fi Settings page after entering the password (default is “0000”) and select “Access Point” to 

review and edit the following information:
 a. Wi-Fi Access Point name to be used when the machine is setup as the Primary
 b. Wi-Fi Access Point password to be used to connect with it from a tablet or a phone or a PC
 c. Wi-Fi Access Point IP address to connect to when using a web browser
 d. Wi-Fi Access Point user friendly web address to serve the web page. (Functionality not supported in 

current release)
 e. After editing the information, press “Submit” for the settings to be saved.
 f. Power cycle the Brewer for the changes to take effect.
 

Instructions (Continued)
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2. NOTE: This function to be supported on future release.
 On the Wi-Fi Settings page when “Local Area Network” is selected the user can connect to the local Wi-Fi 

network of the location by doing the following:
 a. Edit the SSID information that needs to be connected to.
 b. Edit the password information that needs to be used for the wireless network.
 c. Press “Submit” to initiate the action on the brewer to connect to the local Wi-Fi network.
 

Instructions (Continued)
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Removing Stands:
1. Go to the Brewer Network Settings page after entering the password.
2. Choose the device from the “Connected Stands” list or from the “Disconnected Stands” list that you do not 

wish to connect with anymore.
3. Press “Remove”.
 

Instructions (Continued)
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Configuring a Brewer as a Stand to connect with another Brewer:
1. Go to the Brewer Network Settings page and to the “Brewer Network Settings” section at the bottom of the 

screen.
2. Select the brewer that you would like to connect to.
3. Press “Join Another Brewer Network” button. This would initiate the action to configure the Brewer to the 

other selected Brewer as the Primary. At this moment, the Brewer would not be able to connect to any stands 
itself and any existing connections would be disconnected.

Instructions (Continued)
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Locking the Brewer Network: Step Must Be Completed At Install
This prohibits any modifications (search/add/delete) to the Brewer Network until its unlocked. Locking a Brewer 
Network on a fully configured system improves performance
1. Go to the Brewer Network Settings page after entering the password.
2. If all the needed stands have been added to the network successfully, then Press the “Lock Brewer Network” 

button at the bottom of the page. This disables the capability to search, add or detete stands on the webpage.
3. If you need to change the brewer network configuration, press the “Unlock Brewer Network” button. This 

re-enables the capability to search, add or delete stands on the webpage.

Instructions (Continued)
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Turning OFF Wi-Fi on a Brewer:
1. Go to the “Service” screen on the Brewer using the hidden programming button.
2. Then press the Left and the Right “Enable Brew” button simultaneously and hold for 10 seconds.
3. The display will then prompt you for a Wi-Fi ON/OFF settings screen.
4. Choose OFF to turn the Wi-Fi OFF on the brewer.
5. Use the same procedure to turn the Wi-Fi back ON.
NOTE: Turning OFF the Wi-Fi on a brewer also resets the password settings for the Wi-Fi to default.

Instructions (Continued)
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For TROUBLESHOOTING information, 
refer to troubleshooting manual 
54461.0000 at www.bunn.com


