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1.	 Connect the water line to the water fitting in the ULTRA hopper.

2.	 Connect the concentrate line from the syrup pump to the product fitting in the ULTRA hopper.

AUTOFILL INSTALLATION INSTRUCTIONS

�����������

���������

������������

�����������

�����������������

�����������
������

���������������
�����


�����������������

��������
������
	�������������������
••���	����������
�
•

����•�	�����•��
������
•	������������• ��•­���•
€	‚ƒ„…†�‡ˆ�…ƒ‰Š‹ˆ†�Œƒ�Žƒ‘ˆ
�‹‚ŠŒ�­’�“‘ƒŽ�”„Ž”�

���•������������
	�������������

������������

�����

PRESSURE REQUIREMENTS*:
WATER = 0.207 MPa - 0.552 MPa (30-80 PSI)

ULTRA is equipped with a 3/8 inch Barbed fitting.

*	Inlet pressure can be up to 1 MPa (145 PSI) but 		
	 must be reduced to 0.207 MPa - 0.552 MPa or 
	 recommended 0.335 MPa (50 PSI).

2

1



22

Materials Required
1.	 Non-sudsing liquid detergent (such as common household automatic dishwasher liquid detergent).

2.	 Household bleach (Sodium chloride solution: 5.25%) or equivalent.

3.	 Clean five (5) gallon bucket.

4.	 Measuring Cup

5.	 An adaptor is needed to hold the Q.C.D. (Quick Connect/Disconnect) fitting on the concentrate suction 
line open. A connector from an empty bag will work.

(WITH BRIXING PUMP INSTALLED)
AUTOFILL SANITIZING INSTRUCTIONS

Sanitizing Procedure
1.	 Fill bucket with 4 gallons of warm water (120-180 deg. F).

2.	 Measure 4 ounces (1/2 cup) of the liquid detergent and add to the water.

3.	 Measure 2 ounces (1/4 cup) of bleach and add to the water, then stir, mixing evenly.

4.	 Ensure that the refill for the Ultra hopper is turned off. 

5.	 Empty all product from the Ultra hopper

6.	 Disconnect the concentrate line from the B-I-B and install adaptor on the quick disconnect so the line is 
open to the sanitizing solution. Place concentrate inlet line into the bucket so that the Q.C.D. will stay at 
the bottom. 

7.	 Press the auger button to turn on the “Auger Refill On” feature.

8.	 Allow system to run until the level in the hopper reaches 2 gallons.

9.	 Switch three way sanitize valve to the Sanitize position.

10.	Drain the hopper.

11.	Turn refill system on and let run until the level in the hopper reaches 2 gallons.

12.	Allow sanitizer to sit in system for 20 minutes. 

13.	Drain sanitizer from hopper and remove the Q.C.D. from the sanitizer bucket. 

14.	Empty remaining sanitizer and refill bucket with about 2 gallons of warm (120-180 deg. F) rinse water. 

15.	Turn sanitize valve back to dispense position. 

16.	Place Q.C.D. into rinse water and turn on refill system. 

17.	 Turn refill system on and let run until the level in the hopper reaches 2 gallons.

18.	Turn off refill system and drain hoppers. 

19.	Refer to the RECOMMENDED CLEANING instructions and follow these steps to clean the hopper, lid 
and other dispense parts.
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DOUBLE CHECK VALVE
(WHEN REQUIRED BY LOCAL REGULATIONS)

B.I.B. OR VENTED TANK

CONCENTRATE

WATER

CO2 SUPPLY

WATER REGULATOR
(WHEN PRESSURE IS ABOVE 80PSI)

WATER INLET
SHUT-OFF VALVE

CO2 SYRUP PUMP

CFV AUTOFILL INSTALLATION INSTRUCTIONS
1.	 Connect the water line to the water fitting in the ULTRA motor cover.

2.	 Connect the concentrate line from the syrup pump to the product fitting in the ULTRA motor cover.

Pressure Requirements**:
WATER = 0.207 MPa - 0.552 MPa (30-80 PSI)

CONCENTRATE = 0.275 MPa - 0.552 MPa (40-80 PSI)     

ULTRA is equipped with a 3/8 inch Barbed fitting.

**	Inlet pressure can be up to 1 MPa (145 PSI) but 	
	 must be reduced to 0.207 MPa - 0.552 MPa.
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1.	 Fill bucket with 5 gallons of approximately 80F (26.6C) water and sanitizing solution (from options below).

	 Note: Some installations may require more sanitizer solution to fill the supply lines completely.

2.	 Select “auger on” and set the cooling mode to “off” for each hopper being sanitized.

3.	 Empty product from each hopper being sanitized. 

4.	 Pour one gallon of warm water into each hopper to rinse the remaining product, and then drain hopper(s).

5.	 Disconnect concentrate line from BIB and attach BIB connector that has been cut from an empty  
bag so the sanitizer can flow freely through it. Place the connector in the bottom of the sanitizer  
solution bucket.

6.	 Select “auger refill on” for each hopper being sanitized. Allow hoppers to fill until system reaches the fill 
probe. If a refill fault occurs, press the Ultra button to clear and continue filling. Repeat this process until 
the product line runs clear.

	 Note: You may need to drain the hopper again and allow filling until the product line runs clear, indicating 
sanitizer has completely filled the lines. If the delay refill system is activated, you may also need to turn 
the auger off, then back to “auger refill on” to fill the hopper without the delay.

7.	 Once full, allow sanitizer to sit in the hopper(s) for 20 minutes.

8.	 Select “auger off” for each hopper being sanitized. Drain the sanitizer from the hopper(s). 

9.	 Remove the B-I-B connector(s) from the sanitizer bucket and reconnect to the product B-I-B(s).

10.	Refer to the RECOMMENDED CLEANING instructions of this manual and follow the steps to remove, 
clean and sanitize the hopper(s), lid(s) and other dispense parts.

11.	Select “auger refill on” for each hopper being sanitized and allow to run until product starts flowing into 
the hopper(s).

12.	Select “auger off” for each hopper being sanitized, then drain hopper(s).

13.	The dispenser is now ready to be turned on and filled for use.

AUTOFILL SANITIZING INSTRUCTIONS

Sanitizer Options
Chlorine Sanitizers: 1 packet of KAY-5® sanitizer (or equivalent active ingredients) into 2.5 gallons (9.46L) 
of minimum 80˚F (26.6˚C) water to ensure 100 ppm chlorine.

Tools Required
•	 1 bucket (larger than 5 gallons)
•	 Sanitizer (from options below)
•	 Empty pitcher

•	 Clean wash rags
•	 BIB connector cut from empty product BIB

(WITH INTERNAL BRIXING SYSTEM INSTALLED)


